Overview: FRANKE-AeroTec Maintenance stairs - Door sill height examples

Height
(m)

Appropriate Maintenance Stairs

Aircraft types door sill heights, min-max (m).

Standard types

Height adjustable types

A300
B2/B4

A300/
600

A310-
300

A320
series

A330-
200

A340-
200

A350/
900

A380
(L1-L4)

AN24

B707

B727

B737-
200

B747-
200

B757-
200

B767-
200

B777

DC8-
61

DC9

DC10

F100

IL-96

Jak-
42

L1011

MD-11

MD-80

RJ70

TU-
154

6m

5m

Higher
platform
levels on
request

MST-17/9

5.38

4.49

5.40

4.37

4.84

4.42

5.70

4.40

5.70

4.40

5.41

5.05

5.37

5.07

5.46

5.53

5.16

5.21

4.82

4.71

4.60

4.52

4m

MSS-3.99
MSS-3.78
MSS-3.57
MSS-3.36
MSS-3.15

4.14

4.47

4.06

4.51

4.72

4.55

4.57

Passenger doors

3m

MSS-2.94
MSS-2.73
MSS-2.52
MSS-2.31
MSS-2.10

MSA-14

MSA-15

MSA-16

MSA-17

MSA-18

MSA-19

3.96

MST-10/6

3.26

3.73

3.42

3.20

2.68

2.49

2.75

2.50

2m

MSS-1.89
MSS-1.68
MSS-1.47
MSS-1.26

MSA-13

2.51

2.03

3.58

2.58

3.58

2.58

3.79

3.43

3.09

3.27

3.05

3.30

3.45

3.25
3.05

3.61

3.25

3.77
3.59

3.12

2.79
2.46

2.69

2.44

2.77

2.36

2.81

2.57

2.18

2.85

3.02

2.64

2.46

2.20

2.49

2.40

3.00

2.85

2.49

2.64

2.80

2.20

2.08

1.88

1.60

1.25

1.93

1.37

1.83

1.17

1.75

1.61

1.77
1.80

1.70

1.84

1.64

1.45
1.27

1.30
0.90

1.65
1.20

1.43

1.10

1.02
0.90

Cargo doors

Lower platform levels on request.




